
SPIDER LIFT

Diesel 
18,2 kW

Single-phase
Electric motor
110VAC - 3 kW

114 ft 1 inTSJ 35.1/C

Available version:

(DIESEL+AC)
(AC+BATTERY)

Characteristics and technical data are informative only and subjected to change without notice.

49 ft 2 in 510 lb 660° 5 ft 11 in/2 ft 4 in 90°+80°

49,2 ft46 ft 28 ft L1 L2 W1 W2 W3

264 lb510 lb 510/264 lb 18 ft 4 in 23 ft 3 in 17 ft 4 in 13 ft 1 in 8 ft 9 in

8 ft 12 in/17 ft 3 in 23% 36% 1,2 mph 15653 lb 10566 lb 51 psf 105,7 psf
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NC 818 A 22
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SPIDER LIFT

Available version:

Characteristics and technical data are informative only and subjected to change without notice.

(DIESEL+AC)
(AC+BATTERY)

L1 L2 W1 W2 W3

TSJ 35.1/C 660° 90°+80° 23% 36% 1,2 mph
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NC 820 A 22
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49,2 ft46 ft 28 ft

264 lb510 lb 510/264 lb 18 ft 4 in 23 ft 3 in 17 ft 4 in 13 ft 1 in 8 ft 9 in

114 ft 1 in 49 ft 2 in 510 lb 5 ft 11 in/2 ft 4 in 8 ft 12 in/17 ft 3 in 15653 lb 10566 lb 51 psf 105,7 psf

Single-phase
Electric motor
230 VAC - 16 kW

Type 2 plug charge

Lithium iron 
phosphate battery
LiFePO4 
48 V - 330 Ah


